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Abstract 

Aims: To compare the retention of copings produced by Direct Metal Laser 

Sintering (DMLS), Hard metal CAM (Computer Assisted Milling) and conventional 

casting techniques. Materials and Methods: An implant abutment was used as an 

ideal model which was scanned by 3D scanner and 8 copings of each group were 

fabricated from a single STL file. Each specimen was seated, luted, and mounted on 

a vertical column universal testing machine for a pull-off test. Dislodgement 

readings were recorded and statistically analyzed with ANOVA test and Duncan’s 

multiple range test. Results: Significant difference was found between the studied 

groups in retention. The laser-sintered group showed the highest force required for 

dislodgement followed by conventional casting group then by the hard metal milling 

group. Conclusions: within the limitations of this study, Laser sintered group has 

the superior retention above the other two groups 

 الخلاصة 
(، وتف يز  DMLSالمباشةةة   مقارنة ثبات الأغطية التي ينتجها تكليس المعادن بالليزر الى  تهدف الدراسةةةة  :  فاهدالا

: تم استخدام دعامة زرعة  العمل قائالمواد وطرالمعادن الصلبة  النحت بمساعدة الكمبيوت (، وتقنيات الصب التقليدية.  

أغطية لكل مجموعة من    8سةنية ننموج  ماالي تم مسةحض ئةوايبا بواسةطة الماسةو الثةواي ثلاثي الأبعاد وتم تصةني   

واحد. تم الصةا  نل عينة وتابيتها على للة اتتبار، وتم تسةجيل ا اتات الخل  وتحليلها صحصةاايبا باسةتخدام   STLملف  

: تم العاور على اتتلاف نبي  بين المجموعات في الابات.  النتائجمتعةدد المد..   Duncanواتتبةار   ANOVAاتتبةار  

أظه ت المجموعة الملبدة بالليزر أعلى اوة مطلوبة للإزالة، يليها الصةب التقليد،، ثم مجموعة ححن المعادن الصةلبة.  

 المتفو  على المجموعتين الأت يين.: ئمن حدود هذه الدراسة، تتمت  المجموعة الملبدة بالليزر بالابات  الاستنتاجات
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INTRODUCTION 

The use of cobalt-chromium (Co-Cr) 

alloys in the fabrication of crowns and fixed 

dental prostheses have increased largely 

because of their superior mechanical 

properties and their decreased cost 

compared to those using high-noble alloys 

(1). 

However, some drawbacks with 

casting in the conventional manufacturing 

process are known. Although casting 

shrinkage has largely been overcome, still 

the accuracy may be compromised; also, 

the increased hardness of the alloy makes 

finishing process difficult (1-3).  

Recently developed production 

techniques using computer-aided design 

and computer-aided manufacturing (CAD-

CAM) provides better standardization and 

promises better results (4,5). Besides, the 

working environment for dental laboratory 

staff may be improved when production 

using base metal alloys with potential 

unhealthy effects developing into under-

control procedures with little exposure to 

the vapor and airborne particles (6,7).  

The production costs for CAD-CAM 

were high at first. The machines are costly 

and subtractive technique systems are 

associated with increased material waste.4 

Nevertheless, this difficulty is overcome by 

the fact that CAD-CAM techniques are 

better in time efficiency (4,5). 

A few CAM techniques are currently 

available commercially, including milling 

(M), Direct laser-sintering (DLS), and 

milled wax/lost wax (LW) (4).  

Milling has an important advantage 

in that restorations are produced from 

optimal quality blocks of restoration 

materials. However, drawbacks exist in the 

shape and fit of the restorations as these 

depend on factors such as the number of 

milling axes and the size of the milling 

burs. Another drawback is the higher waste 

materials. As for Laser sintering, which is 

an additive technique, there is not much 

waste material, and left-over powder may 

be reused. Laser sintering, thus, may 

provide advantages such as better material 

economy, possible better fit, and unlimited 

complexity of the shape of the restorations 

(4,5). 

It is suggested that fabrication 

procedures influence a restoration’s surface 

roughness, fit, and retention (5,8,9)  

Poor quality of the produced 

prosthesis or crown may result in a poor fit 

and higher risk of complications such as 

dental caries and loss of retention, the two 

common reasons for the clinical failure of 

crowns or copings (7). 

Not enough data are currently 

available to provide clinicians with definite 

guidelines regarding which of the 

techniques to choose to achieve the best 

possible retention. Therefore, the purpose 

of this study was to compare the retention 

of milling, a subtractive CAD-CAM 

technique, with those of laser sintering, an 

additive CAD-CAM technique. A form of 

a manual technique, milled wax/lost wax, 

was included for comparison.  
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MATERIALS AND METHODS 

An Implant Abutment (Dual Abutment, 

Dentium, South Korea) was chosen to be 

used as the standard abutments for the 

copings in this experiment.  

The abutment was fixed on top of a 

block of self-curing acrylic resin where the 

center of the abutment coincides with the 

center of the block, which is a geometrical 

principle.  

A plastic container was used to take an 

impression of the aforementioned 

abutment, the material used was addition 

silicone duplication material (Shera Duosil 

H, SHERA Werkstoff Technologie, 

Germany). The material was mixed 

according to the manufacturer’s 

instructions to obtain a homogenous 

mixture, then the addition silicone was 

poured in the container into which the 

abutment and the block were placed, a 

vibrator was used to ensure getting rid of all 

the trapped air bubbles.  

The impression was left for 30 minutes 

(according to product’s use instructions) 

until full setting had occurred, the block 

(with attached abutment) was removed, and 

epoxy resin material (Sikadur, Skia, 

Switzerland) were mixed according to 

manufacturer’s instructions and poured into 

the impression to produce an epoxy resin 

replica of the abutment. The epoxy resin 

material was left 24 hours to set, which is 

the ideal setting time stated by the 

manufacturer. 

Another impression of the abutment 

was taken with the same procedure 

mentioned above, also using the addition 

silicone, but this time the impression was 

poured with type IV dental stone (Elite 

Stone, Zhermack, Italy). The produced 

stone model was scanned by 3D scanner 

(S600 ARTI, Zirconzahn , Germany) using 

the Zirconzahn scanning software , and the 

3D model was transferred to CAD software 

to design a standardized coping that is 

going to be used in manufacturing all of the 

copings used in this study (10). 

This technique facilitates comparison 

as it allows for standardized coping shapes 

as the wax copings are milled from the 

same original master file used for the CAD-

CAM and Laser sintering techniques. 

The design properties were set to have 

a minimum metal thickness of 0.5 mm, 

with a cement gap of 0.050 µm, the cement 

gap was set to decline to zero on the 

margins of the copings, this is also a 

standardization method to obtain uniform 

thickness and design of all the studied 

specimens. 

The fabrication techniques for the 

samples to be studied in this research are 

the following:  

• Milled Wax technique: The 

conventional casting of milled wax 

patterns  

• Pre-sintered Metal Milling: direct 

subtractive milling of hard metal  

• Direct Metal Laser Sintering: 

direct additive printing of metal 

powder into the designed shape 
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An STL file of the finalized 3D design 

was sent to the laboratory to produce the 3 

groups of samples, each of the 

aforementioned techniques were used to 

produce 8 copings. 

All of the copings were subjected to 

sandblasting by fine Aluminum Oxide 

particles on the external surface only, the 

inner surfaces of the copings were left 

untouched to avoid any possible 

discrepancy (4,10) 

Twenty-four impressions of the master 

(Epoxy Resin) cast were taken with a 3D 

printed resin box that was used as a 

customized container to take the 

impressions and in which the impressions 

were poured using epoxy resin to obtain the 

24 duplications of the master cast. Addition 

silicone was used for the duplications. 

The retention of the samples was 

measured by using a pull-out test, the 

samples were seated and luted on the 

abutments, and the abutment-coping pair 

was mounted in a universal testing 

machine, a pulling force is subjected trying 

to dislodge the coping from the abutment, 

the peak force at which the separations took 

place was recorded and put into a table. 

Eight copings from each group were 

seated and looted to the epoxy resin 

abutments, the luting process was done 

using eugenol free luting cement (T Cem 

NE, Nexobio , UK), a micro brush was used 

to spread the luting material evenly on the 

internal surface of each coping (9,10). 

Each coping was seated with equal 

pressure (10 N) for an equal amount of time 

(90 seconds), which was sufficient for the 

luting cement to reach its initial setting time 

as stated by the product leaflet. The 

pressure was controlled and standardized 

by utilizing an orthodontic bracket seating 

instrument (orthodontic force gauge). 

After completion of setting of the 

luting cement, the 24 samples (8 from each 

group) were mounted on the universal 

testing machine (9,11) , one by one, and the 

pulling off test was done where the 

abutment was held in place and the coping 

was clamped and pulled off , the peak force 

was recorded as the copings separated and 

the results were recorded , making 24 

results, 8 from each group of samples. 

The results were statistically analyzed 

using SPSS on Microsoft Windows 10. 

RESULTS 

The readings were analyzed 

statistically to find which set of readings 

has significance over the others (means of 

the values are showed in Table 2), this was 

accomplished by first testing the obtained 

results for normality, the results showed 

normal distribution Shapiro-Wilk test. This 

test is used to check the normality of the 

results obtained from a given test, and to 

show their relative closeness to the normal 

distribution curve (See Table 1). 

 

 



Al-Rafidain Dental Journal, Vol. 23, Issue No.1, 2023 (180-186)    

184 
 

Table 1: Test of Normality 

Retention 
Shapiro-Wilk 

Statistic df Sig. 

Casting .875 8 .167 

Milling .912 8 .371 

DLS .931 8 .524 

a. Lilliefors Significance Correction 

*. This is a lower bound of the true significance. 

 

The results also showed significantly 

higher retention values for copings 

produced by the Direct Laser Sintering 

technique in comparison with the direct 

milling and milled wax casting 

(See Table 3). 

Duncan’s multiple range test was used to 

test the significance in the results, 

significant value was set to 0.05, as shown 

in (Figure 1).  

DLS (Direct Laser Sintering) group shows 

the significantly highest retention. 

Significant difference also presents 

between milling and casting group.

 

Table 2: Means and SD of values of the force needed to dislodge copings. Each value 

represents the mean of tensile retention test. 

Groups Mean in Newton N Std. Deviation 

Casting Group 22.7375 B 8 3.00900 

Milling Group 19.6375 C 8 2.50368 

DLS Group 34.4125 A 8 2.87573 

Total 25.5958 24 7.02910 

 

Table 3: One – Way analysis of variance (ANOVA) of the retention (pull-off) test 

 Sum of Squares df Mean Square F Sig. 

Between Groups 971.243 2 485.622 61.752 .000 

Within Groups 165.146 21 7.864   

Total 1136.390 23    

 

 

Figure 1: Duncan’s Multiple range test for retention values  
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DISCUSSION: 

Many studies comparing the retention 

values of implant-supported restorations 

have focused on the effect of cement type, 

changes in abutment surface topography in 

addition to the height and taper features of 

the abutment. However, studies of new 

techniques such as laser-sintered crowns 

are scarce. 

The results this research found are that 

there is a significantly higher retention with 

copings produced by DLS compared to the 

copings prepared by the other two 

techniques. 

This research disagrees with Lövgren 

et al. who found no significant difference in 

retention of the studied specimens, 

however, they suggested an increase in 

retention in the direct laser sintering 

category (10). 

The increase in retention in DLS 

specimens could be explained by the 

increase of surface roughness of the 

copings, when compared with the other 

techniques. This was proven by Lövgren et 

al.  after analyzing the surfaces 

microscopically. Juvantee & Millstien 

already proved the effect of increased 

surface roughness of crowns on retention 

(11).  

However, this research agrees with 

Kilicarslan & Ozkan  who found specimens 

produced by DLS to have a significantly 

higher retention and recommended their 

use in situations where higher retention is 

needed (8). This result was also explained by 

the increase in the surface roughness of 

copings prepared by direct laser sintering. 

In the laser sintered copings, there was 

an evident adhesion failure to abutment 

rather than the opposite in the other two 

groups, this also suggests an increase in 

cement retention to coping due to increased 

surface roughness. 

“When the internal surface of a 

restoration is very smooth, retentive failure 

occurs not through the cement but rather at 

the cement restoration interface.” (12) 

A clinical research carried out by 

Chaar et al.  suggested similar mechanical 

properties of copings produced by DLS to 

those produced by the conventional 

methods, as they showed similar survival 

and retention rates. This cannot be 

conclusive in supporting the current 

research directly, but it further establishes 

the reliability of this new technique in terms 

of retention (13). 

CONCLUSION 

Retention of copings produced by 

DMLS was fount to be higher than those 

produced by conventional casting and hard 

metal milling. 
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